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 Material Safety Datasheet  
Rustex  

 
 

SECTION 1: IDENTIFICATION OF THE SUBSTANCE OR PREPARATION AND THE COMPANY 

1.1 Product Identifier 
 

 

Product Name: 
 

Rustex 

1.2 Relevant identified uses of the substance or mixture and uses advised against 
Identified Use(s): PC14: Metal surface treatment products, including galvanic and electroplating products. 
1.3 Details of the supplier of the safety data sheet 
Company Name: Polycote UK LLP 

Centre Point  
Wolseley Road  
Woburn Road Industrial Estate  
Kempston  
Beds  
MK42 7EF 

Telephone Number: 01234 846400 
Emergency Contact Number: 111 (NHS England) 
Email address: 
 

uksales@polycote.com 

 

 SECTION 2: HAZARDS IDENTIFICATION 

2.1 Classification of the substance or mixture:  
 

Classification under CLP:  EUH210 

Most important adverse effects: 
 

Safety data sheet available on request. 

2.2 Label elements  
 

Hazard statements: EUH210: Safety data sheet available on request. 
Precautionary statements: P280: Wear protective gloves/eye protection. 
2.3 Other hazards: This product is not identified as a PBT/vPvB substance 

 

SECTION 3: COMPOSITION / INFORMATION ON INGREDIENTS 

Hazardous ingredients:  
(2-METHOXYMETHYLETHOXY)PROPANOL - REACH registered number(s): 01-2119450011-60  

 EINECS CAS PBT / WEL CLP Classification Percent  

 252-104-2 34590-94-8 Substance with a Community workplace exposure limit. - 1-5%  
       

PROPAN-2-OL 

 EINECS CAS PBT / WEL CLP Classification Percent  

 200-661-7 67-63-0 - Flam. Liq. 2: H225; Eye Irrit. 2: H319;  
STOT SE 3: H336 

  

 

 

SECTION 4: FIRST-AID MEASURES  

4.1 Description of first aid measures:  
 

Skin contact: Wash immediately with plenty of soap and water. 
Eye contact: Bathe the eye with running water for 15 minutes. 
Ingestion: Wash out mouth with water. 
Inhalation: Consult a doctor. 

 

4.2 Most important symptoms and effects, both acute and delayed 
 

Skin contact: There may be mild irritation at the site of contact. 
Eye contact: There may be irritation and redness. 
Ingestion: There may be irritation of the throat. 
Inhalation: No symptoms. 

 

4.3 Indication of any immediate medical attention and special treatment needed: 
 

Immediate / special treatment: Not applicable. 
 

 

SECTION 5: FIRE-FIGHTING MEASURES 

5.1 Extinguishing media Suitable extinguishing media for the surrounding fire should be used. Use water spray to cool 
containers. 
 

5.2 Special hazards arising from the substance or mixture 
Exposure hazards: In combustion emits toxic fumes. 

 

5.3 Advice for firefighters Wear self-contained breathing apparatus. Wear protective clothing to prevent contact with skin and 
eyes. 
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SECTION 6: ACCIDENTAL RELEASE MEASURES  

6.1 Personal precautions, protective equipment and emergency procedures: 

Personal precautions: Refer to section 8 of SDS for personal protection details. Turn leaking containers leak-side up to prevent 
the escape of liquid. 
 

6.2 Environmental precautions: Do not discharge into drains or rivers. Contain the spillage using bunding. 
 

6.3 Methods and material for containment and cleaning up: 

Clean-up procedures: Absorb into dry earth or sand. Transfer to a closable, labelled salvage container for disposal by an 
appropriate method. 
 

6.4 Reference to other sections: Refer to section 8 of SDS. 
 

 

SECTION 7: HANDLING AND STORAGE  

7.1 Precautions for safe handling - 
7.2 Conditions for safe storage, including any Incompatibilities: 
Handling requirements: Not applicable. 

 

Storage conditions: Store in a cool, well ventilated area. Keep container tightly closed. 
 

7.3 Specific end use(s) - 

 

 SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 

8.1 Control parameters: 
 

Specific end use(s): No data available. 
Hazardous ingredients:  
(2-METHOXYMETHYLETHOXY)PROPANOL 

 State 8 hour TWA 15 min. STEL 8 hour TWA 15 min. STEL  

 UK 50ppm(sk - - -  
 

PROPAN-2-OL 

 State 8 hour TWA 15 min. STEL 8 hour TWA 15 min. STEL  

 UK 999 mg/m3 1250 mg/m3 - -  
 

DNEL/PNEC Values 

DNEL / PNEC: 
 

No data available. 

8.2. Exposure controls:  
Engineering measures: 
Respiratory protection: 
Hand protection: 
Eye protection: 
Skin protection:  

Ensure there is sufficient ventilation of the area. 
Respiratory protection not required. 
Protective gloves. 
Safety glasses. Ensure eye bath is to hand. 
Protective clothing. 

 

SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES  

9.1 Information on basic physical and chemical properties 

State:  
Colour: White 
Odour: Characteristic odour 
Evaporation rate: Slow 
Oxidising: Not applicable. 
Solubility in water: Soluble 
Viscosity: Viscous 
Boiling point/range°C: 100 

 
 
 
 
 
 
 
Melting point/range°C: No data available. 

Flammability limits %: lower: Not applicable.  
Flash point°C: Not applicable.  
Autoflammability°C: Not applicable.  
Relative density: 1.20  
VOC g/l: 36 
 

upper: Not applicable. 
Part.coeff. n-octanol/water: No data available. 
Vapour pressure: No data available. 
pH: No data available. 

9.2. Other information - 

 

SECTION 10: STABILITY AND REACTIVITY  

10.1 Reactivity: Other information: No data available. 
Stable under recommended transport or storage conditions. 

10.2 Chemical stability: Stable under normal conditions.  

10.3 Possibility of hazardous reactions: Hazardous reactions will not occur under normal transport or storage conditions. Decomposition may 
occur on exposure to conditions or materials listed below. 

10.4 Conditions to avoid: Heat. 

10.5 Incompatible materials: - 

10.6 Hazardous decomposition products: Materials to avoid: Strong oxidising agents. Strong acids. 
Haz. decomp. products: In combustion emits toxic fumes. 
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SECTION 11: TOXICOLOGICAL INFORMATION 

11.1. Information on toxicological effects 
 

Hazardous ingredients: 
(2-METHOXYMETHYLETHOXY)PROPANOL 
 

 DERMAL  RBT  LD50  9150  mg/kg   

 ORAL  RAT  LD50  >5000  mg/kg   
 

PROPAN-2-OL 

 ORAL  RAT  LD50  5045  mg/kg   

 VAPOURS  RAT  4H LC50  10000  ppmV   
 

Symptoms / routes of exposure 
Skin contact: 
Eye contact: 
Ingestion:  
Inhalation:  

There may be mild irritation at the site of contact. 
There may be irritation and redness. 
There may be irritation of the throat. 
No symptoms. 
 

 

SECTION 12: ECOLOGICAL INFORMATION 

12.1 Toxicity 
Hazardous ingredients: 
(2-METHOXYMETHYLETHOXY)PROPANOL 
 

 DAPHNIA  48H EC50  1919  mg/l   

 FISH  96H LC50  >1000  mg/l   

 GREEN ALGA (Selenastrum capricornutum)  96H ErC50  >969  mg/l   
 

12.2. Persistence and degradability: Biodegradable. 
12.3. Bioaccumulative potential: No bioaccumulation potential. 
12.4. Mobility in soil: - 
12.5. Results of PBT and vPvB assessment: Mobility: Readily absorbed into soil. 

PBT identification: This product is not identified as a PBT/vPvB substance. 
12.6. Other adverse effects: 
 

- 

 

SECTION 13: DISPOSAL CONSIDERATIONS  

Other adverse effects: 
 

Negligible ecotoxicity 

13.1. Waste treatment methods NB: The user's attention is drawn to the possible existence of regional or national regulations regarding 
disposal. 
 

 

SECTION 14: TRANSPORT INFORMATION 

Transport class: This product does not require a classification for transport. 

 

SECTION 15: REGULATORY INFORMATION 

15.1 Safety, health and environmental regulations/legislation specific for the substance or mixture: 
 

Specific regulations: This product has been assessed as 'Not classified as hazardous for transport' under the following 
regulations; 
 

ADR 2017 - European Agreement, International Carriage of Dangerous Goods by Road 
International Maritime Dangerous Goods Code 2016 (IMDG 2016) International Air Transport 
Association (IATA) Dangerous Goods Regulations 2018 (59th edition) 
 

15.2 Chemical safety assessment: A chemical safety assessment has not been carried out for the substance or the mixture by the supplier. 

 

SECTION 16: OTHER INFORMATION 

Other information: according to Regulation (EC) No. 1907/2006 (REACH) with its amendment Regulation (EU) 2015/830 
Phrases used in s.2 and s.3: EUH210: Safety data sheet available on request. 

H225: Highly flammable liquid and vapour. H319: Causes serious eye irritation. 
H336: May cause drowsiness or dizziness. 
 

 

 

 

The information contained in this safety data sheet is based on sources, technical knowledge and current legislation at UK, without being able to guarantee 
its accuracy. This information cannot be considered a guarantee of the properties of the product, it is simply a description of the security requirements. The 
occupational methodology and conditions for users of this product are not within our awareness or control, and it is ultimately the responsibility of the user 
to take the necessary measures to obtain the legal requirements concerning the manipulation, storage, use and disposal of chemical products. The 
information on this safety data sheet only refers to this product, which should not be used for needs other than those specified use and disposal of chemical 
products. The information on this safety data sheet only refers to this product, which should not be used for needs other than those specified. 

Rev: 12/06/2026 
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